
Rulleskodde

Godkendelse
Produkt standard: EN13659.
CE-mærket.

Sun 1000 rulleskodde er en god og kompakt 
aflukning udført i opskummede alu-lameller. 

Denne rulleskodde er velegnet til små åbninger 
primært døre og vinduer samt andre områder, 
hvor der ønskes en effektiv solafskærmning og 
energivenlig klimaskærm til at mindske varmetab 
eller ved at holde på en tempereret temperatur.
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Sun 1000
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Type Alulux CD 139
Rulleskodde lameller er udført i opskummede alu-lameller i 
størrelse 39 x 8.3 mm med maks areal på 7 m2.

Maksimale mål ved bredde op til 3000 mm
Bredde: 3000 mm x Højde: 2350 mm.
Udføres med faste konsoller.
 
Maksimale mål ved bredde op til 2500 mm
Bredde: 2500 mm. x Højde: 2800 mm. 
Udføres med faste konsoller.

Ved større bredde fra 3000 mm op til 4000 mm anbefales en 
lidt kraftigere lamel (Type Alulux CD 942) der ligesom Alulux 
CD139 er udført i opskummede alu-lameller, men i størrelse 
42 x 9 mm med maks areal på  8.5 m2.

Føringsskinner
Standard er enkelt styreskinne H25 eller HU25 der er en 
dobbelt styreskinne beregnet til koble anlæg. Begge er 
udført i ekstruderede aluminiumsprofiler. Ønskes bredere 
føringsskinne anvendes H40.

Godkendt efter EN 12208 i højeste klasse 9A mod kraftig regn.

Afdækningskasse
To typer i aluminium. Type Varimaxx er en kantet 
afdækningskasse i to udgaver, 45o og 90o.  Type Formado er 
en buet afdækningskasse.

Se næste side for størrelser på afdækningskasserne.

Overfladebehandling

Standard farver:
Hvid 01, lys grå 02, brun 03, alu metallic 04, creme 08, 
grå aluminium 35, lysegrå 39, antrasit 80.

Føringsskinner, afdækningskasse og bundprofiler kan udover 
overstående standard farver leveres i alle RAL-farver mod 
merpris. 

Aflåsning
Jalousiet er selvlåsende i nedkørt stilling med faste konsoller, 
Jalousi rullelejekonsoller kræves manuel aflåsning.

Betjening
Standard er indbygget 230V rørmotor.

Styring
Standard styring med vippekontakt eller nøglekontakt uden 
impuls signal. Ved impuls signal skal produktet altid udstyres 
med sikkerhedspakke. 

Fjernbetjening, tilkobling til ABA anlæg, CTS systemer mv. 
kan tilvælges mod tillæg.

Ekstra udstyr
— Manuel aflåsning (anti-push lås).
— Afrullesikring.
— Sikkerhedspakke (Nødstop, el-klemliste og fotocelle).
— Ups – nødstrømsforsyning.
— Luft/lys slidse i lammelller.

Montage 
Se særskilt montagevejledning. 

Drift og vedligehold
— Funktionstest af motor, styring og sikkerhedsudstyr.
— Kontrol af ophæng, befæstigelse og lameller for skader.
— Efterspænding af bevægelige dele.
— Kontrol af selvlåsende effekt. 
— Eftersyn af føringsskinner og eventuelt smøring af lejer.

Drift og vedligehold bør udføres min. en gang årligt ved 
produkter uden automatik. Ved produkter med automatik 
(impulssignal) er årlig eftersyn lovpligtig og skal udføres af en 
certificeret servicevirksomhed. 

Serviceaftale 
Vi anbefaler tilkøb af en skræddersyet serviceaftale, der sikrer, 
at drift og vedligehold bliver udført. Dette formindsker risiko 
for driftstop og forlænger levetiden på produktet. 
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Driving-rain resistant guide channel Alulux   
Tested and certified by ift Rosenheim, test report 15-001730-PR01.
German utility model 20 2016 100 566.3

Driving-rain resistant front-mounted ready-made roller shutter guide channels,  
optionally without additional charge:

HD 25_2.0 HDU 25_2.0 H 25_2.0 HU 25_2.0

Spacer profiles

Sealing tape must be fitted / applied by the roller  
shutter fitting specialist. 
Sealing tape 22 x 2 mm. Closed-cell PE foam, soft,  
adhesive on one side. 

Alulux item no. 429550, packaging unit: 
1 x 40 m roll. 

ift test result for the driving-rain resistance of the stated guide channels to standard EN 1027 in accordance with 
test report 15-001730-PR01: No water can penetrate into the structure connection joint between the window and 
outer wall.  
The versions are driving-rain resistant up to and including 600 Pa. This ensures the highest possible class level (9A) 
for the classification for windows and outer doors to standard EN 12208.

Sealing tape     
  Exterior roller shutter and guide 

20 2016 100 566.3

GERMAN UTILITY MODEL

ch
annel of an exterior roller shutter

HD 25/2 = Art.-Nr.: 143605
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Das neue Profil CD 139

Technische Daten: 
Nenndicke  8,0 mm 
Deckfläche  39,0 mm 

 
Max. Verwendungsgröße 7,0 m2 

Max. Verwendungsbreite  3,0 m 

Max. Verwendungshöhe 4,0 m

8,3
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Aluminium-Profil
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Einsetzbare Endstäbe CD 139

Einsetzbare Führungsschienen CD 139

* Arretierschnitt sichtbar

AEG/TF 36AEG 36 AEG 36/W (nur für LR)

Konfiguration
configuration

Benennung / designation

Revision / revisoinZeichnungs Nummer / drawing number

EK Artikel Nummer / EK piece number

VK Artikel Nummer / VK piece number

volume
Volumen

total surface area
Oberfläche gesamt
outside surface area
Oberfläche außen

weight
Gewicht

finished condition
Fertigzustand

material
Werkstoff

scale
MaßstabZulässige Abweichung für Maße

ohne Toleranzangabe
general tolerances

 Maße in mm
dimensions in

millimeters

approved
Norm

checked
Geprüft
drawn
Erstellt

name
Name

date
Datum

Blatt

von

sheet

of

model number
Modell Nummer

name
Name

date
Datum

modification
Änderung

issue
Ausg.

[g]

[cm³]

[mm²]

[mm²]

D-33415 Verl
Messingstraße 16
Alulux GmbH

Standard

1201907941 
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1

Pos. Zeichnungs.-Nr. Anz. Ek Vk Benennung Beschreibung Material Gewicht [g]

1 201703679 2 161600 161600 EG für AEG 36/42 für Vorbau und 
Enext 3.0 PA 6 GB30 7.90 g

2 201703706 2 161604 161604 EGV, Höhe 23mm für AEG 36/42 PA 6 GB30 3.51 g

3 201805369 2 517836 517836 Senkschraube 3 x 20 A2
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Windwiderstandklassen

H25 H40HU25

Type Varimaxx 45o Type Formado
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There are many good reasons 
why aluminium is the best 
choice
Comparison of aluminium and PVC roller shutters

Aluminium roller shutters

Stability

Burglary protection

Heat resistance

Colour fastness

Sizes and widths

Durability

Energy saving

Noise protection

Discover more about the amazing properties of aluminium  
at: alulux.de/aluminium 

17Material
Aluminium is the material of choice

PVC roller shutters

CD 135 aluminium slat CD 137 aluminium slat

24Colour chart and
roller shutter profiles 

A lasting contribution to environmental protection is ensured by Alulux roller shutter profiles thanks to 
durable materials, ‘Made in Germany’ manufacturing techniques that make effective use of resources and an 
energy-saving insulating effect.

Colour chart – aluminium roller shutter profile.

A wide range of colours.
Eco-friendly materials.

Mini profiles – aluminium Security profile (profile example)Mini profiles – PVC

Here is a selection of the colours in which are products are available. Your authorised  
Alulux retailer will provide you with a full overview of colours and offer you advice and assistance.

CD 135 
9 x 35 mm

CD 137
8.5 x 37 mm

CD 942 
9 x 42 mm

Qompact-QPVC 37 
8.5 x 37 mm

PVC 35
9 x 35 mm

For further information about colour spectres 1, 2, 3 and 4 
please scan the QR-code or follow the link:

https://t1p.de/sdfq

made in germany Version 1.1 - 01.2022

Das neue Profil CD 139

Technische Daten: 
Nenndicke  8,0 mm 
Deckfläche  39,0 mm 
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Einsetzbare Führungsschienen CD 139

* Arretierschnitt sichtbar
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Pos. Zeichnungs.-Nr. Anz. Ek Vk Benennung Beschreibung Material Gewicht [g]

1 201703679 2 161600 161600 EG für AEG 36/42 für Vorbau und 
Enext 3.0 PA 6 GB30 7.90 g

2 201703706 2 161604 161604 EGV, Höhe 23mm für AEG 36/42 PA 6 GB30 3.51 g

3 201805369 2 517836 517836 Senkschraube 3 x 20 A2
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Vindklasseskema
med H25 føringsskinne

Bredde i cm

Vindklasse
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Rulleskodde Safe 1000

Dimensionering af afdækningskasse

Varimaxx Formado

Afdækningskasse størrelser

8

Manufactured to DIN EN 13659.

Front-mounted roller shutters 

RV 45 | RV 20 | RV 90 system, 
roll-formed aluminium box

Varimaxx®

Ready-made units with motor
Somfy Ilmo 230 V motor fitted as standard,  
electronical end stop, rigid shaft connectors (WV), no  
configuration steps necessary, equipped with anti-freeze protection. 

Alulux always assumes the smallest box size. Use of Ilmo motors is 
recommended for 60 mm shaft if this does not affect the box size.  
If you need a different version, please specify  
this on your order.

Minimum unit width depending on motor type,  
see overview on page 4.

Roll-formed aluminium roller shutter box

RV
Roll-formed aluminium box

Usable roller shutter slats
Aluminium roller shutter curtain

Aluminium roller shutter profile with
2-layer coating, environmentally friendly  
foam core

Standard application:
CD 135 with 35 mm surface
CD 137 with 37 mm surface

Extra charge for the following profiles:
CD 942 with 42 mm surface  
CD 942 ultra with 42 mm surface
CD 40, extruded profile with 40 mm surface

Varimaxx | RV 45 (generation 2.0)
RV box size in mm

125 137 150 165 180 205
A 128 141 154 169 183 210
B 125 137 150 165 180 205
C 125 137 150 165 180 205
C1 95 101 110 120 131 149
D 89 105 112 125 146 171

ALU

Varimaxx | RV 20 (generation 2.0)
RV box size in mm

125 137 150 165 180 205
A 128 141 154 169 183 210
B 125 137 150 165 180 205
C 125 137 150 165 180 205
C1 106 115 127 142 154 175
D 95 104 117 129 140 164

Varimaxx | RV 90 (generation 2.0)
RV box size in mm

125 137 150 165 180 205
A 128 141 154 169 182 210
B 125 137 150 165 180 205
C 125 137 150 165 180 205
D 96 102 114 129 145 163

B

A C

D

C1
Varimaxx-RV 45
Varimaxx-RV 45/FG

Varimaxx-RV 20
Varimaxx-RV 20/FG

B
A C1 C

D

Varimaxx-RV 90

B

A

D

C

størrelse i mm størrelse i mm 

Box

Box

Box

8

Manufactured to DIN EN 13659.

Front-mounted roller shutters 

RV 45 | RV 20 | RV 90 system, 
roll-formed aluminium box

Varimaxx®

Ready-made units with motor
Somfy Ilmo 230 V motor fitted as standard,  
electronical end stop, rigid shaft connectors (WV), no  
configuration steps necessary, equipped with anti-freeze protection. 

Alulux always assumes the smallest box size. Use of Ilmo motors is 
recommended for 60 mm shaft if this does not affect the box size.  
If you need a different version, please specify  
this on your order.

Minimum unit width depending on motor type,  
see overview on page 4.

Roll-formed aluminium roller shutter box

RV
Roll-formed aluminium box

Usable roller shutter slats
Aluminium roller shutter curtain

Aluminium roller shutter profile with
2-layer coating, environmentally friendly  
foam core

Standard application:
CD 135 with 35 mm surface
CD 137 with 37 mm surface

Extra charge for the following profiles:
CD 942 with 42 mm surface  
CD 942 ultra with 42 mm surface
CD 40, extruded profile with 40 mm surface

Varimaxx | RV 45 (generation 2.0)
RV box size in mm

125 137 150 165 180 205
A 128 141 154 169 183 210
B 125 137 150 165 180 205
C 125 137 150 165 180 205
C1 95 101 110 120 131 149
D 89 105 112 125 146 171

ALU

Varimaxx | RV 20 (generation 2.0)
RV box size in mm

125 137 150 165 180 205
A 128 141 154 169 183 210
B 125 137 150 165 180 205
C 125 137 150 165 180 205
C1 106 115 127 142 154 175
D 95 104 117 129 140 164

Varimaxx | RV 90 (generation 2.0)
RV box size in mm

125 137 150 165 180 205
A 128 141 154 169 182 210
B 125 137 150 165 180 205
C 125 137 150 165 180 205
D 96 102 114 129 145 163

B
A C

D
C1

Varimaxx-RV 45
Varimaxx-RV 45/FG

Varimaxx-RV 20
Varimaxx-RV 20/FG

B

A C1 C

D

Varimaxx-RV 90

B

A

D

C

størrelse i mm 

9

Maximum element heights Varimaxx 2.0 - RV 20 | RV 45 | RV 90, roll-formed.
For 40 mm and 60 mm shaft. Generation 2.0

RV ALU

Box 40SF 40WV 60SF 60WV
125 115 115 100 95
137 165 160 155 140
150 180 180 175 175
165 365 250 240 225
180 335 330 330 310

Varimaxx RV 20 | RV 45 | RV 90
CD 135 with HD 25_2.0

Box 40SF 40WV 60SF 60WV
125 150 140 130 125
137 190 190 170 160
150 225 235 210 200
165 280 280 260 260
180 340 340 320 320
205 370 370 350 350

Varimaxx RV 20 | RV 45 | RV 90
 CD 135 with H 25

Box 40SF 40WV 60SF 60WV
125 115 115 105 105
137 160 140 140 140
150 190 190 190 175
165 270 240 260 230
180 320 320 300 300
205 360 360 330 330
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Box 40SF 40WV 60SF 60WV
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165 215 215 210 190
180 250 250 250 250

Box 40SF 40WV 60SF 60WV
150 150 150 120 120
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180 250 250 250 250

SF = steel spring | WV = shaft connector. Heights in cm

FG 25_2.0
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125 - - 75 75
137 - - 100 100
150 - - 135 135
165 - - 175 175
180 - - 210 210
205 - - 300 300
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Maximum element heights Varimaxx 2.0 - RV 20 | RV 45 | RV 90, roll-formed.
For 40 mm and 60 mm shaft. Generation 2.0
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SF = steel spring | WV = shaft connector. Heights in cm

FG 25_2.0

Box 40SF 40WV 60SF 60WV
125 - - 75 75
137 - - 100 100
150 - - 135 135
165 - - 175 175
180 - - 210 210
205 - - 300 300

Varimaxx RV 20 | RV 45 | RV 90
 CD 942 with H 25

Box 40SF 40WV 60SF 60WV
125 - - 70 70
137 - - 90 100
150 - - 125 130
165 - - 175 175
180 - - 210 210
205 - - 300 295

Varimaxx RV 20 | RV 45 | RV 90
CD 942 with HD 25_2.0

Varimaxx RV 20 | RV 45
CD 942 with FG 25_2.0

Box 40SF 40WV 60SF 60WV
150 - - 90 80
165 - - 135 140
180 - - 180 185
205 - - 250 250

Va
rim

ax
x 

RV
,

ro
ll-

fo
rm

ed

FG 25_2.0

11 15
39

26
53

HD 25_2.0
HD 25/2 = Art.-Nr.: 143605

fü
r D

ich
tb

an
d 

(sc
hl

ag
re

ge
nd

ich
t)

22
 x 

2 
m

m
, A

rt.
Nr

.: 
42

95
50

, o
p�

on
al 22

15

40

53
26

plug position 2, back

H 25

also available as H 25_2.0 rain 
impermeability version with 

sealing strap

H 25 = Art.-Nr.: 140200

22
15

26
53

HD 25/2 = Art.-Nr.: 143605

fü
r D

ich
tb

an
d 

(sc
hl

ag
re

ge
nd

ich
t)

22
 x 

2 
m

m
, A

rt.
Nr

.: 
42

95
50

, o
p�

on
al 22

15

40

53
26

plug position 2, front

HD 25_2.0

9

Maximum element heights Varimaxx 2.0 - RV 20 | RV 45 | RV 90, roll-formed.
For 40 mm and 60 mm shaft. Generation 2.0
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Manufactured to DIN EN 13659.

Front-mounted roller shutters 

RV 45 | RV 20 | RV 90 system, 
roll-formed aluminium box

Varimaxx®

Ready-made units with motor
Somfy Ilmo 230 V motor fitted as standard,  
electronical end stop, rigid shaft connectors (WV), no  
configuration steps necessary, equipped with anti-freeze protection. 

Alulux always assumes the smallest box size. Use of Ilmo motors is 
recommended for 60 mm shaft if this does not affect the box size.  
If you need a different version, please specify  
this on your order.

Minimum unit width depending on motor type,  
see overview on page 4.

Roll-formed aluminium roller shutter box

RV
Roll-formed aluminium box

Usable roller shutter slats
Aluminium roller shutter curtain

Aluminium roller shutter profile with
2-layer coating, environmentally friendly  
foam core

Standard application:
CD 135 with 35 mm surface
CD 137 with 37 mm surface

Extra charge for the following profiles:
CD 942 with 42 mm surface  
CD 942 ultra with 42 mm surface
CD 40, extruded profile with 40 mm surface

Varimaxx | RV 45 (generation 2.0)
RV box size in mm

125 137 150 165 180 205
A 128 141 154 169 183 210
B 125 137 150 165 180 205
C 125 137 150 165 180 205
C1 95 101 110 120 131 149
D 89 105 112 125 146 171

ALU

Varimaxx | RV 20 (generation 2.0)
RV box size in mm

125 137 150 165 180 205
A 128 141 154 169 183 210
B 125 137 150 165 180 205
C 125 137 150 165 180 205
C1 106 115 127 142 154 175
D 95 104 117 129 140 164

Varimaxx | RV 90 (generation 2.0)
RV box size in mm

125 137 150 165 180 205
A 128 141 154 169 182 210
B 125 137 150 165 180 205
C 125 137 150 165 180 205
D 96 102 114 129 145 163

B

A C

D

C1

Varimaxx-RV 45
Varimaxx-RV 45/FG

Varimaxx-RV 20
Varimaxx-RV 20/FG

B

A C1 C

D

Varimaxx-RV 90

B

A

D

C
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Varimaxx 45o Formado

Varimaxx 90o

2466 2930

3144 3330

4261 4180
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